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SECTION 06444  - MANUFACTURED TRIM AND ORNAMENTS, URETHANE
GENERAL NOTE, THIS SPECIFICATION FOLLOWS CONCEPTS AND PROCEDURES ESTABLISHED BY CONSTRUCTION SPECIFICATIONS INSTITUTE (CSI) AS PRESENTED IN THE “PROJECT RESOURCE MANUAL, 2003, IN OMISSION OF COMMON SMALL WORDS (A, THE, AN, ETC. AS APPLICABLE) USING ABBREVIATED TEXT AND WRITING IN IMPERATIVE MOOD, DIRECTLY STATING WORK DONE AND OTHER CSI RECOGNIZED SPECIFYING PROCEDURES. THIS SPECIFICATION FOLLOWS THE CSI “SECTIONFORMAT” SECTION AND PARAGRAPH NUMBERING/CONTENT RECOMMENDATIONS.  PROJECT SPECIFIER MUST ADJUST TEXT, SECTION NUMBERING AND REFERENCES, AND BASIC WORDING AND PROCEDURES TO SUIT PROJECT NEEDS.  

SPECIFIER EDIT NOTE: THIS BOLD TYPE FACE IN “CAPS” IDENTIFIES SPECIAL NOTES DIRECTED TO PERSON PREPARING THIS SPECIFICATION SECTION FOR SPECIFIC PROJECT.  NOTE WILL: 

CALL ATTENTION TO ACTION WHICH WILL CUSTOMIZE SPECIFICATION TO PROJECT;

CALL ATTENTION TO AREAS WHICH SHOULD BE STUDIED FOR BEST EFFECT OF SPECIFICATION AS IT APPLIES TO SPECIFIC PROJECT LOCATION; 

IDENTIFY TEXT TO BE DELETED OR MODIFIED FOR SPECIFIC PROJECT;

INDICATE ITEMS WHICH MUST BE FURTHER IDENTIFIED BY LISTING PRODUCT NAME, NUMBER OR MODEL; OR, 

IDENTIFY INFORMATION / REQUIREMENTS TO CONSIDER FOR ADDITION TO SPECIFICATION.

THIS SPECIFICATION IS WRITTEN TO USE WITH SPECIFICATIONS PREPARED IN ACCORDANCE WITH NUMBERING PROTOCOL IN CSI MASTERFORMAT 1995
WHEN EDITING THIS SECTION TO PROJECT REQUIREMENTS, DELETE ALL NOTES DIRECTED TO PROJECT SPECIFIER IN THIS ALL “CAP” TYPE FACE   FROM FINAL SPECIFICATION.

PART  1 
 GENERAL

PART  1.1 
SUMMARY

A.    
Section Includes Furnishing and Installing all selected Fypon, Ltd. high density urethane foam manufactured trim and ornament products.

B.    
All contract documents apply to work of this section, this includes but is not limited to: Agreement; General and Supplementary Conditions; and, Division One administrative sections of Specifications. 

SPECIFIER EDIT NOTE: REVIEW LIST IN PARAGRAPH “C”.  DELETE SPECIFICATION SECTIONS NOT RELATED.  ADD ANY NOT LISTED.  LISTING IS TAKEN FROM CSI MASTERFORMAT.  CORRECT SECTION NUMBERS AND TITLE WORDING TO AGREE WITH TITLES AND NUMBERS USED IN ACTUAL PROJECT SPECIFICATION.  
C.    
Related Sections:

1. 
01330 - Submittal Procedures.

2. 
01400 - Quality Requirements.

3. 
01600 - Product Requirements.

4. 
04200 - Masonry Units.

5. 
06100 - Rough Carpentry.

6. 
06200 - Finish Carpentry.

7. 
07900 - Joint Sealers.

8. 
09900 - Paints and Coatings.

9. 
10200 - Louvers and Vents.

IF “REFERENCES” ARE NEEDED FOR CODE OR LOCAL REQUIREMENTS, ADD ARTICLE “1.02 - REFERENCES", AND RENUMBER ACCORDINGLY.
PART  1.2  
DEFINITIONS:

A.    
Fypon, Ltd. Manufactured Trim and Ornaments: Standing and running trim, entrance units, louvers, gable vents, ceiling and wall ornaments, etc. manufactured by molding high density polyurethane foam to certain shapes and characteristics as presented in manufacturer’s literature.  These products are used in place of other natural and man-made materials shaped or manufactured by other processes.  These Fypon, Ltd. products are resistant to insect or vermin infestations and resistant to moisture and water absorption.

SPECIFIER EDIT NOTE: THE SUBMITTALS LISTED ARE VERY LIMITED.  CONSIDER IF PROJECT REQUIRES SAMPLES, “ATTIC STOCK”, SHOP DRAWINGS, MOCK-UPS, OR OTHER SUBMISSIONS TO ESTABLISH NECESSARY QUALITY CONTROL FOR PROJECT.
PART  1.3  SUBMITTALS: 

A.    
Conform to requirements of Agreement, General Conditions and Division 1 for submittal procedures and handling.

B.    
Provide Fypon, Ltd. standard product data for products required on this project.

SPECIFIER EDIT NOTE: ENSURE THAT THOROUGH CODE AND REGULATORY REQUIREMENTS STUDY IS COMPLETED FOR SPECIFIED PRODUCTS AT LOCATION OF PROJECT.   INSERT ANY SPECIAL REQUIREMENTS FOR PRODUCTS OR PROJECT AS ARTICLE “1.5”  “QUALITY ASSURANCE”; PARAGRAPH “A” “REGULATORY REQUIREMENTS”.  RENUMBER SUBSEQUENT PARAGRAPHS AND ADJUST ANY INTERNAL REFERENCES FOR PARAGRAPH NUMBERING CHANGES. 

PART  1.4 
DELIVERY, STORAGE AND HANDLING

A.    
Deliver all Fypon, Ltd. materials in original packaging, unopened with no visible damage.

B.    
Label each package with product contents, and stock number of contents, with warranty, installation, handling and storage recommendations enclosed or on packaging.  Where manufacturer standards do not include this information with the products delivered to the project, necessary information will be provided by contact with product representatives, telephone enquiry or online at www.fypon.com . 

C.    
Allow for receiving, unloading, handling, and movement to approved storage areas within the project, and finally movement to point of installation.

D.    
Store and protect all Fypon, Ltd. materials in accordance with manufacturer’s requirements for environmental and physical protection.  Protect from high temperatures such as solar heat in storage trailers exposed to direct sun.  Allow at least 24 hours for materials to adapt to conditions at project site prior to installation. Protect un-coated portions of high density molded polyurethane materials from ultraviolet exposure.

SPECIFIER EDIT NOTE: INSERT ANY SPECIFIC PROJECT RELATED STORAGE OR HANDLING REQUIREMENTS OR CONDITIONS EXPECTED AT PROJECT SITE WHICH MAY EFFECT SUCCESSFUL INSTALLATION OF FYPON, LTD. PRODUCTS. 
PART  1.5 
WARRANTY

A.    
Product warranty limited to Fypon, Ltd. warranty provided with products as delivered, posted on website, or provided with printed materials.  Additional copies will be furnished upon written request to Fypon, Ltd..  Warranty does not cover installation.  Warranty may be voided by failure to properly follow Fypon, Ltd.  installation instructions or proper painting and maintenance after installation.  

Lifetime Limited Warranty

Fypon, Ltd. warrants to the original consumer purchaser that our exterior white primer paint finish will be free from UV ray degradation, blistering, and paint peeling under normal use for a period of one (1) year from the date of purchase. We further provide a LIFETIME WARRANTY to the original purchaser on the urethane material. This LIFETIME WARRANTY provides that the urethane material will be free from defects in material and workmanship under normal use.  If a defect is found in a Fypon product and the above conditions have been met, a customer should notify Fypon in writing within thirty (30) days of discovering the defect. The customer may be required to return the product to Fypon (at his or her expense) for evaluation. Fypon will then review the situation and determine if replacement, repair or refund of the product is appropriate. This warranty does not include labor, transportation costs or any other expenses of any kind incurred  in connection with the purchase, use or installation of the product. Replacement, repair or refund is the sole and exclusive option under this limited warranty.

This limited warranty does not cover damage resulting from mishandling in transit (if within the customer’s control), acts of God, customer alteration, vandalism, misuse, abuse, improper maintenance, unreasonable care or other causes not arising from defects in workmanship and materials. THERE ARE NO WARRANTIES, EXPRESS OR IMPLIED, WRITTEN OR ORAL, INCLUDING ANY WARRANTIES OF MERCHANTABILITY OR FITNESS FOR PURPOSE, OTHER THAN AS EXPRESSED HEREIN. No person, agent, distributor, dealer, service facility, or company is authorized to change, modify or amend the terms of this limited warranty in any manner or fashion whatsoever, except to the extent provided in this limited warranty. Fypon, Ltd. shall not be liable to the customer or to any other person for any incidental or consequential damages or loss of profit resulting from any defect in the product. Some states do not allow limitations on how long an implied warranty lasts, or the exclusion or limitation of incidental or consequential damages, so that the above limitation or exclusion may not apply. This warranty gives you specific legal rights. You may also have other rights which vary from state to state.
PART  2 
PRODUCTS

PART  2.1 
MANUFACTURERS

A.    
Provide Fypon, Ltd. products as specifically listed in Article 2.2, below.  Manufacturer can be contacted at:







Fypon, Ltd.







960 West Barre Road







Archbold, OH 43502







Phone:  800/446-3040 (U.S. or Canada) or 419/445-0116







Fax: 800/446-9373 (U.S. or Canada) or 419/445-4440







http://www.fypon.com

SPECIFIER EDIT NOTE: “2.2 MATERIALS” LISTS ALL CURRENT FYPON, LTD. PRODUCT CATEGORIES.  DELETE ANY PRODUCT CATEGORIES NOT REQUIRED.  ADD SPECIFIC PRODUCT IDENTIFICATIONS FOR  EACH REQUIRED PRODUCT CATEGORY TO INDICATE EXACT PRODUCTS REQUIRED FOR PROJECT.  CONTACT FYPON, LTD. TOLL FREE NUMBER OR PRODUCT REPRESENTATIVE FOR ASSISTANCE IN PRODUCT IDENTIFICATION,  OPTION, AND ACCESSORY SELECTIONS.

PART  2.2 
MATERIALS

A.    
Manufactured polyurethane trim and ornaments:

1. 
Louvers/Gable Vents and Accessories:     INSERT MODEL/CATALOG NUMBER    .  Prime coated.

2. 
E-Vents ®:      INSERT MODEL/CATALOG NUMBER    .  Prime coated.

3. 
Window and Door Trim:     INSERT MODEL/CATALOG NUMBER    .  Prime coated.

4. 
Mouldings and Accessories:     INSERT MODEL/CATALOG NUMBER    .  Prime coated.

5. 
Decorative Millwork:     INSERT MODEL/CATALOG NUMBER    .  Prime coated.

6. 
Balustrade Systems/Columns:     INSERT MODEL/CATALOG NUMBER    .  Prime coated.

SPECIFIER NOTE: CLOSELY REVIEW “2.3 ACCESSORIES” FOR APPLICABILITY TO PROJECT.  DELETE ACCESSORIES NOT USED FOR PROJECT.  MAY MERGE SUB-PARAGRAPHS IN PARAGRAPH 2.3 IF DESIRED. 

PART  2.3 
ACCESSORIES

A.    
Manufactured Trim and Ornaments:

1. 
PL Premium adhesive.

2. 
Fypon, Ltd. exterior white paint (also available as custom color from Sherwin Williams dealers, see catalog.) 

3. 
Fypon, Ltd. filler putty, off-white.

4. 
Sealant approved for use with Fypon, Ltd. products.

5. 
Installation kits.

PART  2.4 
FACTORY FINISHES

A.    
Provide Fypon, Ltd. protective barrier coat primer, resistant to UV degradation, providing interim UV protection of products which, is suitable for field application of oil base or latex finish paints on all polyurethane foam products.

PART  3 
EXECUTION

PART  3.1 
EXAMINATION

A.    
Site Verification of Conditions:

1. 
Prior to start of installation, inspect all preceding work to ensure that there are no conditions which will cause an unsatisfactory installation of work involving Fypon, Ltd. products.   

2. 
Notify Architect in writing of any unacceptable conditions.

3. 
Do not install any work involving Fypon, Ltd. products until unsatisfactory conditions are corrected and acceptable for proper installation of work.

4. 
Correct any unacceptable work involving Fypon products, which was installed over unsatisfactory conditions at no cost to Owner.  If Contractor has directed, in writing, that Fypon, Ltd. products be installed over unacceptable field conditions, this paragraph 4. is void and Contractor accepts the cost of corrective work.

PART  3.2 
PREPARATION

A.    
Protection: Protect surrounding and adjacent work to prevent damage to preceding work during execution of this work.

B.    
Surface Preparation: Perform all preparation necessary for a successful installation of Fypon, Ltd. products, as specified in installation instructions for product.

PART  3.3 
INSTALLATION

A.    
Obtain Fypon, Ltd. instructions for successful installation of work to be preformed.  Become knowledgeable on  material handling and installation recommendations.  Carefully follow  printed instructions.

B.    
Ensure full compliance with Fypon, Ltd. instructions in all aspects of tasks required by this work. 

C.    
Coordinate work installing Fypon, Ltd. products with other contractors and provide proper accommodation for following work by other trades.

D.    
Install sealant in accordance with Fypon, Ltd. installation recommendations.  Use only sealant products which are approved for use with Fypon, Ltd. materials.

SPECIFIER NOTE: EDIT BELOW PARAGRAPHS “E”, AND “F” FOR PROJECT APPLICABILITY. 
E.    
Install adhesives at joints and for fastening in accordance with Fypon, Ltd. recommendations for proper installation of products.  Use only adhesives approved for use with Fypon, Ltd. materials

F.    
Apply finish paint to all exposed surfaces of Fypon, Ltd. Manufactured Trim and Ornament  prime coated materials installed on exterior of project.

EDIT NOTE: CONSIDER IF THERE IS NEED FOR PHYSICAL PROTECTION OF SOME OR ALL INSTALLED FYPON, LTD. MATERIALS DURING PROJECT COMPLETION ACTIVITIES.  DELETE ARTICLE “3.4" IF NOT REQUIRED FOR PROJECT CONDITIONS, OR IF ANOTHER PARTY HAS ACCEPTED RESPONSIBILITY FOR PROTECTION OF INSTALLED FYPON, LTD. MATERIALS.

PART  3.4 
PROTECTION

A.    
Install temporary protective materials necessary to prevent significant damage to Fypon, Ltd. materials installed in this work.  Remove protection when required to permit project completion.

PART  3.5 
OWNER’S INSTRUCTIONS

A.    
Follow Fypon, Ltd. instructions and recommendations on painting, repairing, and maintaining all material installed under this Section.


END OF SECTION  06444
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